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Support Multi-SSID function (4 SSID) in AP 
mode 

Allows clients to access different networks through a single access 
point and assign different policies and functions for each SSID 
through the built in software. 

WPA2/WPA/ IEEE 802.1x support Powerful data security. 

MAC address filtering in AP mode Ensuring secure network connection. 

User isolation support (AP mode) Protecting the private network between client users. 

Power-over-Ethernet (IEEE802.3af) Flexible Access Point locations and saving cost. 

Save User Settings Firmware upgrade does not delete user settings. 

QoS (WMM) support Enhancing user performance and density. 

 

1.2 Package Contents 
The package contains the following items. In case of return, please keep the original box set, and the complete box set 
must be included for full refund. 

 

SNMP Remote Configuration Management       Allows remote connection to configure or manage the SWE1210
 easily.

• SWE1210 
• 12V/1A 100V~240V Power Adapter
 • RJ-45 Ethernet LAN Cable 
• CD-ROM with User's Manual  
• Quick Guide 
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1.3 System Requirements 
The following are the minimum system requirements in order configure the device.  

• Computer with an Ethernet interface or Wireless Network. 
• Windows, Mac OS, or Linux based operating systems. 
• Web-Browsing Application (example: Internet Explorer, FireFox, Safari, or other similar software) 

 

1.4 Applications 
Access Point products are easy to install and highly efficient. The following list describes some of the many applications 
made possible through the power and flexibility of the use of Wireless Access Points: 

a) Difficult-to-Wire Environments 
There are many situations where wires cannot be laid easily. Historic buildings, older buildings, multiple 
buildings, and/or open areas make the installation of a Wired LAN impossible, impractical, and/or expensive. 

b) Temporary Workgroups 
Consider situations in open areas such as parks, athletic arenas, exhibition centers, temporary offices, and 
construction sites where one wants a temporary Wireless LAN established and easily removed. 

c) The Ability to Access Real-Time Information 
Doctors/Nurses, Point-of-Sale Employees, and/or Warehouse Workers can access real-time information while 
dealing with patients, serving customers, and/or processing information. 

d) Frequently changed environments 
Show rooms, meeting rooms, retail stores, and manufacturing sites where the network connection needs to 
frequently be taken down.  
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e) Small Office and Home Office (SOHO) Networks 
SOHO users need a cost-effective, easy and quick installation of a small network. 

f) Wireless Extensions to Ethernet networks 
Network managers in dynamic environments can minimize the overhead caused by moves, extensions to 
networks, and other changes with wireless LANs. 

g) Wired LAN backup 
Network managers implement wireless LANs to provide backup for mission-critical applications running on 
wired networks. 

h) Training/Educational facilities 
Training sites at corporations and students at universities use wireless connectivity to ease access to 
information, information exchanges, and learning. 
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2.2 Computer Settings (Windows XP/Windows 7) 

                 
            Windows XP                                           Windows Vista/Windows 7

In order to use the SWE1210, you must configure the TCP/IPv4 connection of your computer system.  
• Click Start button and select Control Panel. 
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• In Windows XP, click Network Connections  

 
 
 
• In Windows 7, click View Network Status and Tasks in the Network and Internet section, then select Change 

Adapter Settings 

 
  
 
 
 
 
 
 
• Right click on Local Area Connection and select Properties 

 
 
 
 
 
 
 

fernando.palma
Texto tecleado
7



 

 
 
• Highlight Internet Protocol Version 4 (TCP/IPv4) and select 

Properties 

 
 
 
 
 
 
 
 
• Select Use the following IP address and enter IP address and subnet 

mask then press OK. 
Note: Ensure that the IP address and subnet mask are on the same 
subnet as the device.   
For example:  Device IP address: 192.168.1.1 

PC IP address: 192.168.1.2 - 192.168.1.999 
   PC subnet mask: 255.255.255.0 
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2.3  Apple Mac X OS 
• Open the System Preferences (can be opened in the Applications folder or selecting it in the Apple Menu)  
• Select Network in the Internet & Network section 
• Highlight Ethernet 
• In Configure IPv4, select Manually 
• Enter IP address and subnet mask then press OK. 

Note: Ensure that the IP address and subnet mask are on the same subnet as the device.   
For example:  Device IP address: 192.168.1.1 

PC IP address: 192.168.1.2 - 192.168.1.999 
PC subnet mask: 255.255.255.0 

• Click Apply when done. 
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2.4 Hardware Installation 
1) Ensure that the computer in use has an Ethernet Card (RJ-45 Ethernet Port). For more information, verify with our 

computer user manual. 

 
This diagram depicts the hardware configuration. 
 

 

2) Connect one end of the Category 5 Ethernet cable into RJ-45 port of the SWE1210 and the other end to the RJ-45 
port on the computer that will use the SWE1210. Ensure that the cable is securely connected to both the SWE1210 
and the Computer. 

3) Connect the Power Adaptor DC Inlet to the DC-IN port of the SWE1210 and the Power Adaptor to the electrical 
out. Once both connections are secure, verify the following: 

a) Ensure that the Power light is on (it will be blue). 
b) Ensure that the Wireless light is on (it will be blue). 
c) Ensure that the LAN (Computer/SWE1210 Connection) light is on (it will be        
      blue). 
d) Once all three lights are on, proceed to setting up the computer. 

fernando.palma
Texto tecleado
10



fernando.palma
Texto tecleado
11



fernando.palma
Texto tecleado
12



fernando.palma
Texto tecleado
13



 

 
 
 
 

• If successful, you will see the SWE1210 User Menu 
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4   Status 
The Status section contains the following options: Save/Reload, Main, Wireless Client List, and System Log. 
The following sections describe these options. 

4.1 Save/Reload 

 
 

This page let you save and apply settings shown under Unsaved changes list, or allow you to cancel unsaved 
changes and revert to the previous settings that were in effect. 
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4.2 Main 
Clicking the Main link under the Status menu or clicking Home at the top-right of the Web Configurator shows status 
information about the current operating mode.  
   
- The System Information section shows general system information such as device name, MAC address, current time, 
firmware version and management VLAN ID.  

 

 
 
- The LAN Settings section shows Local Area Network setting such as the LAN IP address, subnet mask, and DNS 
address. 
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-  The Current Wireless Settings section shows wireless information such as operating mode, frequency and 
channel. Since the SWE1210 supports multiple-SSIDs, information about each SSID, such as its ESSID and 
security settings are displayed. 
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5.2 IP Settings 
This page allows you to modify the device's IP settings. 

 

 
 
IP Settings 

IP Network Setting Select whether the device IP address will use static IP address specified in the IP Address field, 
or be obtained automatically when the device connects to a DHCP server. 

IP Address The IP Address of this device. 

IP Subnet Mask The IP Subnet Mask of this device. 

Default Gateway The Default Gateway of this device. Leave it blank if you are unsure of this setting. 

Primary / Secondary 
DNS 

The primary / secondary DNS address for this device. 
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5.3 Spanning Tree Setting 
This page allows you to modify the Spanning Tree settings. Enabling Spanning Tree protocol will prevent network loops 
in your LAN network. 

 

 
 
Spanning Tree 

Spanning Tree Status Enable or disable the Spanning Tree function. 

Bridge Max Age Specify Bridge Max Age in seconds. If another bridge in the spanning tree does not send a hello 
packet for a long period of time, it is assumed to be dead. 

Bridge Forward Delay Specify Bridge Forward Delay in seconds. Forwarding Delay time is the time spent in each of the 
Listening and Learning states prior the Forwarding state was entered. This delay is provided so 
that when a new bridge comes on to a busy network, it looks at traffic info before participating. 

Bridge Hello Time Specify Bridge Hello Time in seconds. This value determines how often SWE1210 sends hello 
packets and communicate information about the topology throughout the entire Bridged Local 
Area Network. 
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6 Wireless 

6.1 Wireless Network 
This page displays the current status of the device's wireless configurations. 
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SSID Profile 
 

 
 
SSID Profile 

SSID Specify the SSID for current profile. 

VLAN ID Specify the VLAN tag for the current profile. 

Suppressed SSID Allow you to hide the SSID from clients. If checked, the SSID will not appear in the site survey. 

Station Separation Allow or prevent communication between client devices. 

Wireless Security See the Wireless Security section. 

Save / Cancel Click [Save] to accept the changes or [Cancel] to cancel and return previous settings. 

 

fernando.palma
Texto tecleado
27



 

6.2 Wireless Security 

Note: Only in Access Point and WDS AP mode. 
 

WEP Encryption: 

 
 

WEP Encryption 

Authentication Type Please ensure that your wireless clients use the same authentication type. 

Key type ASCII: Using characters from the ASCII standard (recommended) 
HEX: Uses hexadecimal characters. 

Key Length The amount of bits the WEP key will use. 
• 64 Bit - data is encrypted, using the default key, before being transmitted. You must enter 

at least the default key. For 64 Bit Encryption, the key size is 10 chars in HEX (0~9 and A~F). 

The Wireless Security section allows you to configure the SWE1210's security modes: WEP, WPA-PSK, WPA2-PSK, 
WPA-PSK Mixed, WPA, WPA2, and WPA Mixed. We strongly recommend you use WPA2-PSK.  
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• 128 Bit - data is encrypted, using the default key, before being transmitted. You must enter 
at least the default key. For 128 Bit Encryption, the key size is 26 chars in HEX (0~9 and A~F). 

Default Key Select the key you wish to be the default. Transmitted data is ALWAYS encrypted using the 
Default Key; the other Keys are for decryption only.  
You must enter a Key Value for the Default Key. 

Encryption Key # Enter the key value or values you wish to use. Only the Key selected as Default is required. The 
others are optional. 
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WPA-PSK (WPA Pre-Shared Key) Encryption: 

 
 
 

WPA Pre-Shared Key Encryption 

WPA type Select the WPA encryption you would like. 
Please ensure that your wireless clients use the same settings. 

• TKIP: Uses a Pre-Shared Key with a dynamically generated key for each 128-bit packet. 
• AES: Government standard of WPA2 encryption. 
• Both (TKIP+AES): Allows the use of both WPA and WPA2 clients on the network. 

Pre-shared Key Type Pre-Shared Key format (ASCII or Hexadecimal). 

 

 

 

 

Pre-shared Key Wireless clients must use the same key to associate the device to the SWE1210. 
If using passphrase format, the Key must be from 8 to 63 characters in length. 
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WPA Encryption: 

 
 
 
WPA RADIUS Encryption 

WPA type Select the WPA encryption you would like. 
Please ensure that your wireless clients use the same settings. 

• TKIP: Uses a Pre-Shared Key with a dynamically generated key for each 128-bit 
packet. 

• AES: Government standard of WPA2 encryption. 
• Both (TKIP+AES): Allows the use of both WPA and WPA2 clients on the network. 

RADIUS Server Enter the IP address of the RADIUS Server. 

RADIUS Server Port Enter the port number used for connections to the RADIUS server. 

RADIUS Secret Enter the password required to connect to the RADIUS server. 

Group Key Update Interval Specify how often, in seconds, the group key changes. 
Note:  802.11n does not allow WEP/WPA-PSK TKIP/WPA2-PSK TKIP security mode. The connection mode will change from 802.11n to 
802.11g. 
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Wireless Advanced 

Data Rate Select a data rate from the drop-down list. The data rate affects throughput. If you select a low 
data rate value, the throughput is reduced but the transmission distance increased. 

Transmit Power Set desired output power of the wireless signal. 

RTS/CTS Threshold Specify the threshold package size for RTC/CTS. A smaller number causes RTS/CTS packets to be 
sent more often and consumes more bandwidth. 

Distance Specify the distance between Access Points and clients. Longer distances may reduce high-speed 
connections. 

Short GI Sets the time that the receiver waits for RF reflections to settle out before sampling data. Using a 
short (400ns) guard interval can increase throughput, but it can also increase error rate in some 
installations due to increased sensitivity to radio-frequency reflections. Select the option that 
works best for your installation. 

Aggregation Merges data packets into one packet. This option reduces the number of packets, but increases 
packet sizes. 

Wireless Traffic 
Shaping 

Check this option to enable wireless traffic shaping. Traffic shaping regulates the flow of packets 
leaving an interface to deliver improved Quality of Service. 

Incoming Traffic Limit Specify the wireless transmission speed used for downloading. 

Outgoing Traffic Limit Specify the wireless transmission speed used for uploading. 

Accept / Cancel Click [Accept] to confirm the changes or [Cancel] to cancel and return previous settings. 
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6.5 WPS (Wi-Fi Protected Setup) 
WPS feature follows the Wi-Fi Alliance WPS standard and it eases the setup of security-enabled Wi-Fi networks in 
home and/or small office environments.  
It reduces the user steps required to configure a network and supports two methods that are familiar to most 
consumers to configure a network and enable security. 
Note: Only in Access Point and WDS AP mode. 
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Wi-Fi Protected Setup (WPS) 

WPS Check to Enable or Disable the WPS feature. 

WPS Current Status Shows whether the WPS function is Configured or Un-Configured. 
Configured means that WPS has been used to authorize connection between the device and 
wireless clients. 

Self Pin Code The PIN code of this device. 

SSID The SSID (wireless network name) used when connecting using WPS. 

Authentication Mode Shows the encryption method used by the WPS process. This is set as the mode selected in the 
Security option in the Wireless menu. 

Passphrase Key This is the passphrase key that is randomly generated during the WPS process. It is required if 
wireless clients that do not support WPS attempts to connect to the wireless network. 

WPS Via Push Button Activate WPS using a push button. 

WPS Via PIN Activate WPS using the PIN code from the WPS device. 
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6.6 WDS Link Settings 
Using WDS (Wireless Distribution System) to connect Access Point wirelessly extends a wired infrastructure to locations 
where cabling is not possible or inefficient to implement. 
Note: Compatibility between different brands and models of Access Point is not guaranteed. It is recommended that 
the WDS network be created using the same Access Point models for maximum compatibility. 
Also, all Access Points in the WDS network needs to use the same Channel and Security settings. 
To create a WDS network, please enter the MAC addresses of the Access Point that you want included in the WDS. There 
can be a maximum of four access points. 
 
Note: Only in WDS AP and WDS Bridge mode. 
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WDS Link Settings 

MAC Address Enter the Access Point’s MAC address to which you want to extend the wireless area. 

Mode Select Disable or Enable from the drop-down list. 

Accept / Cancel Click [Accept] to confirm the changes or [Cancel] to cancel and return to previous settings. 
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7 Management  

7.1 Administration 

 

This page allows you to change the SWE1210 default 
password. By default, the user name is admin and the 
password is: admin. Password can contain 0 to 12 
alphanumeric characters and is case sensitive. 
 
 
 
 
 

Change Password 

Name Enter a new username for logging in to SWE1210 web user interface. 

Password Enter a new password for logging in to SWE1210 web user interface. 

Confirm Password Re-enter the new password for confirmation. 

Save/Apply / Cancel Click Save/Apply to apply the changes or Cancel to return previous settings. 
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Community Name 
(Read/Write) 

Specify the password for access to the SNMP community with read/write access. 

Trap 

Trap Destination Address Specify the IP address of the computer that will receive the SNMP traps. 

Trap Destination 
Community Name 

Specify the password for the SNMP trap community. 
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7.4 Backup/Restore 

 
 

Backup/Restore 

Save A Copy of Current 
Settings 

Click [Backup] to save current configured settings. 

Restore Saved Settings 
from A File 

To restore to previously saved settings, click [Browse], select the file, and click 
[Restore]. 

Revert to Factory Default 
Settings 

 
 

Click [Factory Default] button to restore the SWE1210 to its factory 
default settings. 

This page allows you to save the current SWE1210 configurations. Once you saved the configurations, you can also 
re-load the saved configurations into the device through the [Restore Saved Settings from A File]. You may also use 
the [Revert to Factory Default Settings] to set all configurations to its original default settings. 
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7.6 Time Setting 
This page allows you to set the system time. 
 

 
 

Time 

Manually Set Date and Time Manually specify the date and time. 

Automatically Get Date and 
Time 

Select a time zone from the drop-down list and check whether you want to 
enter the NTP server IP address or use the default NTP server. 
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7.7 Log 
This page allows you to setup Syslog and local log functions. 

 

 
 
Log 

Syslog  Enable or disable the syslog function. 

Log Server IP Address Enter IP address of the log server. 

Local Log Enable or disable the local log service. 

Save/Apply / Cancel Click Save/Apply to apply the changes or Cancel to return to previous settings. 
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7.8 Diagnosis 
This page allows you to ascertain connection quality and trace the routing table to the target. 
 

 
 

Diagnosis 

Target IP Enter the IP address you would like to search. 

Ping Packet Size Enter the packet size of each ping. 

Number of Pings Enter the number of times you want to ping. 

Start Ping Click [Start Ping] to begin pinging. 

Traceroute Target Enter an IP address or domain name you want to trace. 

Start Traceroute Click [Start Traceroute] to begin the trace route operation. 
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7.9 LED Control 
This page allows you to control LED on/off for Power, LAN interface and WLAN interface. 
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7.10 Logout 
Click [Logout] in Management menu to logout. 
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7.11 Reset 
In some circumstances it may be required to reboot the device. Click on [Reboot the Device] to reboot. 
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